• * • * 


%'4 


r - ^ 


A . .: 

I — .1 



What is claimed is: 


A copper-clad laminate of a highly-^astic glass fabric 
base material/thermosetting resin foydd of prepreg obtained 
by impregnating a glass fabric base/material made of a glass 
woven fabric having a thickness/of 25 to 150 ^m, a weight 
of 15 to 165 g/m^ and a gas permeability of 1 to 20 cmVcmVsec. 
with a thermosetting resin/omposition and drying it. 

/ . . 

A copper-Clad lami/nate according to claim i, wiierein 


10 2. 

the thermosetting resign composition in the copper-clad 
laminate contains an/nsulating inorganic filler in an amount 
of 10 to 80 % by wei/ht based on the above resin composition. 

15 3. A copper-c^d laminate according to claim 1, wherein 
the prepreg ha^ a glass content of 25 to 70 % by weight. 

4. A coppZr-clad laminate according to claim 1, wherein 
a glass fab4ic base material/thermosetting resin layer of 

20 the coppe/-clad laminate has a thickness of 30 to 150 ^xm. 

5. A/opper-clad laminate according to claim 1, wherein 
the thermosetting resin composition is a resin composition 
contai/ing, as an essential component, a polyfunctional 

25 cyanaJe ester and a prepolymer of said polyfunctional cyanate 
ester/. 
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